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CERTIFIED

Transformer Bases

USS Manufacturing provides cast aluminum breakaway bases, which have taken years of research, development and proven 
results under some of the most severe field conditions for automobile occupant safety. Increased passenger safety and 
extended pole life can be achieved because the impact of a hit is absorbed by the frangible cast aluminum base and not the 
pole or automobile. Use of these bases allows the pole to be salvaged, consequently reducing time ans replacement costs. 
Our bases are ideal for refitting existing intallations as well as along new road and highway construction. Futher advantages 
of our breakaway bases are listed below.

• Cost effective over all other breakaway devices and more aesthetically appealing.
• All bases are approved F.H.W.A. to AASHTO requirements.
• Bases are supplied complete with necessary washers for proper installation.
• Bases can be shipped directly to the job site.
• Proper loading with specific pole requirements is supplied by USS Manufacturing or other pole manufacturers.
• Unique two-piece design requires no added machining costs to achive breakaway.
• Our bases accommodate all bolt circles from 10-1/2’’ through to 17-1/4’’.
• To avoid improper installation, caution labels are affixed to interior of bases.
• Easy to install and repair. Large accessible door eliminates need for hand hole in pole.
• Raises electrical connections above grade and out of moisture.
• Cold weather will not hinder installation as long as anchor studs are secure. This allows for reuse of anchorage after impact.
• Rodent and vandal resistant because of door construction.
• No loose or lost sheet metal shrouds due to snow removal.
• More surface lighting with additional height.
• Salvageability.

Transformer bases are also avaible with a stainless steel hinged door, as follows:
• Both  hinge and fasterner made of stainless steel.
• Door design allows easy access into base for service and installation.
• Door modifications to accommodate hinges or locks can be made.
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Transformer Bases

CATATOG NUMBER

DANGER
HIGHT VOLTAGE DO NOT 

DANGER
HIGHT VOLTAGE DO NOT 

DANGER
HIGHT VOLTAGE DO NOT 

USSTB1-20 & MOD.
Height is 20’’

Top Wildth is 13.12’’ Sq.
Bottom Width is 15.3/8’’ SQ

USSTB2-20
Height is 20’’

Top Wildth is 12,06’’ Sq.
Bottom Width is 13’’ SQ

USSTB3-20
Height is 20’’

Top Wildth is 15’’ Sq.
Bottom Width is 17,44’’ SQ

Door is 9.25’’ wide at top, 9,75’’ wide at bottom; 13.5’’ high.
Base can be ordered with hinged door option (as shown) or wiith plastic access door.

1975 AASHTO APPROVED

DANGER
HIGHT VOLTAGE DO NOT 

USSTB1-17 & MOD.
Height is 17’’

Top Wildth is 13.12’’ Sq.
Bottom Width is 15.3/8’’ SQ

USSTB2-17
Height is 17’’

Top Wildth is 12.04’’ Sq.
Bottom Width is 13.08’’ SQ

USSTB3-17
Height is 17’’

Top Wildth is 15.09’’ Sq.
Bottom Width is 17.44’’ SQ

DANGER
HIGHT VOLTAGE DO NOT 

DANGER
HIGHT VOLTAGE DO NOT 

Door is 9.25’’ wide at top, 9,75’’ wide at bottom; 11.75’’ high.
Base can be ordered with hinged door option (as shown) or wiith plastic access door.

1985 AASHTO APPROVED

CATATOG NUMBER

TOP
BOLT CIRCLE

BOTTOM
BOLT CIRCLE

BASES
PER SKID

USSTB1-20
USSTB1-20MODIFIED
USSTB2-20
USSTB3-20
USSTB1-17
USSTB1-17MODIFIED
USSTB2-17
USSTB3-17

11 - 13’’
11 - 13’’
10 - 12’’

13 - 15-1/8’’
10-1/2 - 13-1/2’’
10-1/2 - 13-1/2’’

10-12’’
13 - 15-1/8’’

13 - 15’’
10-1/2 - 12-15/16’’

10 - 12’’
15 - 17-1/4’’

13-15‘’
10-1/2 - 12-15/16’’

10-12’’
15 - 17-1/4’’

27
27
27
18
36
36
36
24

Transformer Bases

Washers
SIZE WEIGHT EACH PACKAGE WEIGHT

USSAF-W3
USSAF-W1
USSAF-W2
USSAF-W4

2-1/2’’ OD X 1-1/16’’ ID X 3/8’’ Thick
2-3/4’’ OD X 1-1/16’’ ID X 1/2’’ Thick
2-3/4’’ OD X 1-5/16’’ ID X 1/2’’ Thick

2-3/4’’ 4-1/4‘’x 5/8’’  Thick Rectangular

0.40 lbs. each
0.88 lbs. each
0.80 lbs. each
1.80 lbs. each

108 pcs/Carton - 43 lbs.
54 pcs/Carton - 36 lbs.
54 pcs/Carton - 32 lbs.
24 pcs/Carton - 42 lbs.

Notes:
When ordering, for hinged door, add suffix ‘’-H’’; for plastic door, add suffix ‘’-P’’.
Contact our Sales Staff for additional options.
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